
MBH kW 18°F [10K] 27°F [15k] 36°F [20k] 18°F [10K] 27°F [15k] 36°F [20k]

GT 123A 80             23.6          9.16 6.11 4.58 0.175 0.078 0.044
GT 124A 98             28.8          11.21 7.47 5.6 0.258 0.115 0.064
GT 125A 123           36.1          14.03 9.35 7.02 0.397 0.176 0.099
GT 126A 142           41.6          16.18 10.78 8.09 0.809 0.359 0.202

GT 224A 147           43.2          16.8 11.2 8.4 0.667 0.297 0.167
GT 225A 191           55.9          21.75 14.5 10.88 1.117 0.496 0.280
GT 226A 233           68.4          26.61 17.74 13.3 1.670 0.742 0.417
GT 227A 276           80.9          31.46 20.97 15.73 3.058 1.359 0.765
GT 228A 308           90.1          35.06 23.37 17.53 2.889 1.284 0.722

GT 334A 344           100.9        39.23 26.15 19.62 0.483 0.215 0.121
GT 335A 509           149.3        58.07 38.77 29.03 1.026 0.457 0.256
GT 336A 688           201.8        78.46 52.31 39.23 2.099 0.933 0.525
GT 337A 872           255.7        99.44 66.29 49.72 3.055 1.358 0.764
GT 338A 1,045        306.1        119.1 79.37 59.53 4.380 1.945 1.094

GT 220A Series (Formerly GT210A)

GT 330A Series (Formerly GT 300A/II)

DE DIETRICH GT120-220-330-430-530A SERIES -
CAST IRON BOILERS FLOW & PRESSURE DROP TABLE

GT 120A Series

Model
Output Water flow gpm Pressure drop Ft. H2O

33 , 3 3 3 3
GT 339A 1,229        360.1        140 93.4 70 6.332 2.818 1.583

GT 430-8A 1,474        432.0        168 112 84 1.360 0.605 0.340
GT 430-9A 1,659        486.2        189 126 94.5 2.040 0.907 0.510
GT 430-10A 1,941        568.8        221.21 147.5 110.6 3.232 1.437 0.808
GT 430-11A 2,187        641.0        249 166.2 124.6 4.095 1.824 1.025
GT 430-12A 2,408        705.7        274.4 183 137.2 5.241 2.331 1.310
GT 430-13A 2,641        774.1        301 201.7 150.5 6.630 2.977 1.658
GT 430-14A 2,887        846.3        329.1 219.4 164.6 8.312 3.694 2.079

GT 530-15A 3,194        936.2        364.1 242.7 182 3.277 1.456 0.819
GT 530-16A 3,379        990.3        385.1 256.8 192.6 1.085 0.483 0.271
GT 530-17A 3,624        1,062.3     413.1 275.4 206.5 1.279 0.569 0.320
GT 530-18A 3,808        1,116.2     434.1 289.4 217 1.446 0.643 0.361
GT 530-19A 4,055        1,188.4     462.1 308.1 231.1 1.753 0.779 0.438
GT 530-20A 4,239        1,242.3     483.1 322.1 241.6 1.999 0.889 0.500
GT 530-21A 4,423        1,296.2     504.1 336.1 252 2.209 0.982 0.552
GT 530-22A 4,669        1,368.4     532.1 354.8 266.1 2.476 1.101 0.619
GT 530-23A 4,853        1,422.3     553.1 368.7 276.6 2.703 1.201 0.676
GT 530-24A 5,098        1,494.2     581.1 387.4 290.5 3.014 1.339 0.753
GT 530-25A 5,283        1,548.4     602.2 401.4 301.1 3.269 1.452 0.817

GT 430A Series (Formerly GT 400A)

GT 530A Series (Formerly GTE 500A)

GT 530-26A        5,524     1,618,8 629.7 419.8 314.8 3.48 1.55 0.87
GT 530-27A  5,668     1,661.1 646.2 430.8 323.0 3.67 1.63 0.92
GT 530-28A        5,815     1,704.2 662.9 441.9 331.4 3.86 1.72 0.97
GT 530-29A        6,105     1,789.4 696.0 464.0 347.9 4.26 1.90 1.06
GT 530-30A       6,394     1,874.1 728.9 485.9 364.4 4.67 2.07 1.17
GT 530-31A        6,687     1,959.9 762.3 508.2 381.1 5.10 2.27 1.28
GT 530-32A        6,978     2,045.1 795.5 530.3 397.7 5.56 2.50 1.39
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